CONTRACT NO. 66611

1 1/2” BIT CONC SURF CSE,
SUPERPAVE, MIX D, N70

17 LEVELING BINDER (MM),
SUPERPAVE, N70

BIT SURF REM 2 1/2"
Y 21 *

EX BIT SURF

* 21 -

COMB C & G
TYP B-6.24 (TYP)

JANUARY 13, 2006
/6pD2005/detal is .dgn

AAAAA

BIT BASE CSE SUPERPAVE, 10"
EX PAVMT

* VARIES SEE WIDENING PLAN

IL 17
(STA 22+50 TO STA 27+15)

TYPICAL SECTION

F.AP TOTAL [SHEET
EAP1 secTion COUNTY | JOTAL SHEE

649 | (22N & TS-3 MARSHALL 21 3

STA. TO STA.

FED, ROAD DIST. NO. [ILLlNOISJFED. AID PROJECT

SUPERPAVE SUPERPAVE SUPERPAVE
LEVELING SURFACE BASE
BINDER COURSE#**
PG GRADE PG 64-22 PG 64-22 PG 64-22
MAX 7 RAP
ALLOWABLE* 15% 10% 25%
DESIGN AIR
VOIDS 4.0% @ NT0 4.0% @ N70 4.0% @ N50
MIXTURE IL 12.5 OR
COMPOSISION IL 9.5 IL 9.5 IL 19.0
FRICTION ‘
AGGREGATE - MIXTURE D
PLANT LIMIT
CONTROLS CLASS 1 CLASS 1 NON-CLASS |
DENSITY CONTROL SATISFACTION OF CORES/ SEE SPECIAL
METHOD THE ENGINEER NUCLEAR PROVISIONS
*IF RAP IS SELECTED, THE ASPHALT CEMENT GRADE MAY NEED TO BE ADJUSTED.
THIS WILL BE DETERMINED BY THE ENGINEER.
*» TO BE USED FOR BITUMINOUS BASE COURSE 10" SUPERPAVE
N ILLINOIS DEPARTMENT OF TRANSPORTATION
TYPICAL SECTION
SCALE: :i’;IZ DRAWN BY
DATE CHECKED BY




